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SPECIFICATIONS
DC power w/strain relief

12VDC .5A (171-3217-EX), 12VDC 1A (171-0702-EX)

50mΩ max.

100MΩ min. @ 500VDC

500VAC for 1 minute

ø2.1 + .05 - .03 x 9.5mm (171-3217-EX)
ø2.5 + .05 x 9.5mm (171-0702-EX)

nickel plated brass

ebonite

bakelite

polyethylene

22 AWG

Type:

Rating:

Contact Resistance:

Insulator Resistance:

Dielectric Strength:

A:

Sleeve, Contacts, Terminals:

Tip Insulator:

Terminal Insulator:

Cap:

Max Wire:

Plugs                                                                                          171-3217-EX, 171-0702-EX

OD (flat to flat): .413 In.
OD (ridge to ridge): .443 In.

RoHS Compliant by Exemption
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Specifications are subject to change without notice.   No liability or warranty implied by this information.   Environmental compliance based on producer documentation.

LET PART NAME MATERIAL QTY FINISH
1 Insulator A POM 1
2 Center Contact BSBM 1 Ni
3 Sleeve Metal BSBM 1 Ni
4 Insulator B PVC 1
5 Insulator C PF 1
6 Center Terminal Steel t=0.4 1 Ni
7 Sleeve Terminal Steel t=0.4 1 Ni
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